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A. STAND / LIGHT SETUP
 
A.01
Place the light module:
on the table (in case you are using the 
model called Crystala) so that RGB light 
module shines upwards and put the 
glass body of the shisha pipe on the 
module.  You can use UV/Laser Star 
light module only in case that Crystala 
is placed on the glass table – in this 
case place the UV/Laser Star light 
module so that it shines downwards  
through the table on the floor.  

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
A.02
into the stand (in case you are using 
models Aurita or Trigona) so that RGB 
light module shines upwards. Or you can 
use UV/Laser Star light module – place 
it on the same place into the stand but 
turn it upside down so the light module 
shines downwards.
Or you can place the UV/Laser Star 
light module below the stand on the 
table so that it shines upwards. In this 
case you can also use RGB light module 
together. RGB light module should be 
placed in the stand and shine upwards 
into the glass body of shisha pipe and 
UV/Laser Star light module should be 
placed below the stand on the table 
and shine upwards to create its light 
effects below the shisha pipe.

User guide for each kind of the light 
module is printed separately and 
enclosed to the package of the light 
module. Light modules are sold  
separately and they are not included  
in the standard shisha pipe set. 



B. WATER FILLING
 
B.01 
Place the glass shisha corpus into the 
metal stand.
 
B.02 
Fill the glass shisha corpus with cold 
water as shown in the picture  
(approx 0.6 l).

!  Make sure the water level never 
exceeds the fill line (and also it must not 
be lower) as shown on the picture B.02. 
 
! Always replace water in the glass 
corpus after smoking. 
 
Tip: Use cool water and several ice 
cubes to make the smoke much finer.  
 
 
 
 
 
C. SHISHA CORPUS SETUP
 
C.01
a - Put the coal tray on the top of glass 
corpus as shown in the picture

b - Place an air valve ball into the hose 
port. Place the hose joint connector 
(with silicone hose grommet)  into the 
hose port. If you want to remove an air 
valve ball use the yellow magnetic stick.

The air valve ball is made of stainless 
steel so that It can´t rust. 

c - On unused hose ports place an air 
valve ball and air valve plug as shown.  
( If you want to remove an air valve ball 
use the yellow magnetic stick )

C.02
a - Put the hose aside the way shown in 
the picture while not smoking.

b - A male plastic tip may be inserted 
into the metal mouth piece.

Tip: The high quality silicone allows the 
same hose to be used with different 
flavoured tobaccos without undesirable 
mixing of individual tastes. 

> Hose length: 160 cm / 63”
   (Aurita and Trigona)
 
> Hose length: 140 cm / 55” 
   (Crystala)
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D. HEAD (BOWL) SETUP
 
D.01 
Place the transparent rubber head 
(bowl) grommet into the central mouth 
of the glass corpus.
 
D.02 
Push the plastic tube into the head.
Push the head (and plastic tube) into the 
head (bowl) grommet so that a good seal 
is created and the plastic tube extends 
down into the glass corpus.
 
D.03 
> Place the lower stainless steel screen 
filter into the head.
 
> Fill the head with flavoured shisha 
tobacco: 
a - Standard head (Lebanese type): 
volume: 7-10g = 40-50 min. of smoking.
b - Large head (Egyptian type): 
volume: 20-25g = 80-100 min. 
of smoking.
 
D.04 
> Use the stainless steel tobacco 
tamper to spread tobacco evenly over 
the whole head (extra large head only) 
surface to make it levelled.
 
! Do not compact the tobacco hard, but 
place it gently inside the head, so that 
air will still be able to flow through the 
tobacco mixture. 
 
D.05
> Place the upper stainless steel 
screen filter into the head.
 
! Make sure there is a gap of at least 
2-4mm between the tobacco layer and 
the upper screen filter, so that tobacco 
is not in contact with the underside of 
the upper screen filter, which would  
otherwise cause it to burn.
 
D.06
> Heat the charcoal until glowing evenly 
red (recommended: natural coal made 
from coconut shells) and place it on the 
upper screen filter. 
For Standard head we recommend 
the use of 2 pieces of coal of about 
25x25x12 mm, for Large head 3 pieces.  
Stand the coal upright (see the picture). 
In case you use big pieces of coal (cubes) 
we recommend to cut them in half. If you 
need to remove the coal during smok-
ing for a while, use the ash tray for this 
purpose. Do not leave the hot coal on 
the ash tray for a longer time than a few 
minutes. 
 
! It’s necessary that you place a burning 
coal only on the upper screen filter in 
the head or on the coal tray. Otherwise, 
the product may be damaged!
 
> Place the wind cover on the head.
> The head reaches its optimum 
operating temperature in approximately 
two minutes after which the shisha is 
ready to be smoked. 
 
Tip: The tobacco tamper is designed to 
be used also for carrying and serving hot 
charcoal into the prepared shisha head.
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E. SMOKE REMOVAL FROM SHISHA 
 
E.01 Variant mono 
If a running shisha is not used for a 
while (more than about 3 minutes), the 
accumulated smoke becomes unpleasant 
and needs to be removed from the  
glass corpus: Blow out the shisha 
corpus with the use of the hose.  
The accumulated smoke in the shisha is 
removed through the air valve.
 
E.02 Variant duality
For blowing the smoke out when you use 
a shisha pipe with two hoses it is neces-
sary to remove both hoses and then 
both balls by a magnetic stick. Then you 
place back one hose and you can blow 
the smoke out comfortably.
 
F. AFTER SMOKING …
 
> After smoking remove the charcoal 
remains from the head and leave the 
shisha to cool down for at least  
30 minutes. Once cool, the shisha is 
ready to be cleaned or have its water  
replaced. 
 
! Avoid handling the shisha whilst still 
hot, permanent damage may occur to 
the product and you may get burned by 
the hot head. 
 
G. CLEANING
 
G.01
a - Use the scrubbing pad only to 
remove burnt impurities inside the  
shisha head (bowl).
b - The head tube brush is designed for 
the head tube cleaning. Apply Cleaner 
agent.
c - The silicone hose may be washed 
using water together with the cleaning 
agent anytime. The silicone of the hose 
makes it highly resistant and meets high 
hygiene requirements. Do not use boiling 
water on silicone hose.
d - The handle brush is designed to clean 
the plastic handle. Again, use Cleaner 
agent.
e - To clean the shisha glass corpus use 
approximately one spoonful of cleaning 
agent “Cleaner”.
 
Use the big brush in circular movements 
to clean the inside of the glass corpus 
which will produce a thick foam.
 
! Always wash parts manually. Do not 
use a dishwasher for risk of easy  
damage to the product!
 
H. SERIAL NUMBER VERIFICATION
 
H.01
The hologram stuck on the glass corpus 
confirms that the product is an  
authentic piece, handcrafted by  
Meduse Design. A unique serial number 
is engraved on the underside of the 
glass corpus and it is also on the  
certificate of authenticity which is  
included in the package. 
 
a - Verify the authenticity of your 
product by entering the serial number  
placed on the hologram in the  
Verification section on our offcial  
webpage. 
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I. HANDLING AND TRANSPORT

I.01 
Carefully place the glass corpus in the 
corpus cover.

I.02 
Close the glass corpus cover zip.

 
 
 
 
 
 
 
 
 
I.03 
Put the glass corpus cover inside the 
stand as shown in the picture.
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
I.04 
Place the stand with glass corpus cover 
into the transport bag as shown in the 
picture.

It is important to use the transport bag 
whenever transporting the Shisha pipe 
set, as it reduces the risk of damage.



extra accessories

glass corpus
1 x

transparent rubber head
( bowl ) grommet
2x

coal tray
1 x

plastic tube
1 x
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1 x large head

1 x

lower screen �lter
1 x
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1 x
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1 x

wind cover

metal stand
1 x

tobacco tamper
1 x
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1 x

cleaning agent
1 x

big brush
1 x
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brush
1 x

handle brush
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scrubbing pad
1 x

metal box
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male plastic tip    3 x        6 x
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2 x
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2 x

hose    1 x          2 x

ball for air-valve    2 x          4 x

air valve plug    1 x          1 x
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variants -             mono   duality

carpet mat     64cm
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1 x
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1 x

rubber hose grommet    2 x          4 xsilicone
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accesories  pouch

J. NAUTILA SET INCLUDES
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